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wSubmit drawings & specs with
Green Futures Checklist filled out

wLists Drawings pages and spec
sections

wHave Contractor include Green
Futures Checklist into
construction contract

wMeet wW/HMFA Management & BId
Management staff to review O &
items L
After Tax Credit
Award(Pre
Construction)

During
Construction

wCreate a Binder with tab
sections for each Green
Futures item

wCollect cut sheets, manuals,
labels, tipping receipts,
contracts, invoices, etc.

wlake Photos

wSubmit Completed
Binder to Green Homes

winclude all Energy Star
Certificates, Thermal
Bypass Checklists, etc.

Project
Completion




Siting & Land Use
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Photo credit: National Renewable Energy Laboratory



SI-2 Preservation Plan




SLk3 Follow State Plan & Smart Growtt
_Principles




Sl4 Space for a Community Garden
¥




SL5 Onsite Stormwater Retention &
Filtration




|A-1 Ducts & HVAC Protected from dust during
construction




|A-2 Low VOC Paints & Finishes
|A-3 Low VOC Adhesives & Sealants




|A-4 Durable
Healthy
Flooring




IA-5 MERW (or

higher) Air Filters

In ducted forced
alr systems
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Media Filter Cartridge

20" x 26" x 5"

Replacement Filter Part No. X0587
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Replace filter every 12 months
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|A-6 Combustion Devices Directly
Vented or Sealed




|A-7 Automatic Bathroom Ventilation
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|A-8 Direct
Vent of
Kitchen



|A-9 Encapsulation of nelF (Urea
Formaldehyde) free composite cabinets




|A-10 Insulation with Low
Formaldehyde Content
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|A-11 Operable Windows




|A-12 Access taylighting& View
from Each Window




DM-1 Exterior Wall Drainage Plane




DM-2 Wlndow Flashing Detalls

Ve rtical Sectlon o
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Double Buck
Corners and
Straight Sills

v Comes in a Black Poly/Nylon and
Sticks to Stucco and Thin-Set
¢ Ideal With Block or Concrete Walls
and Insert Framing Members
 Works on a 2" x 6" Stud Wall
With 2" x 4" Bucks
v Use on a Block Wall with 2" x 4" Bucks

WF100 — Double Buck Window and Door Corner
Sill Pan Flashing with Back Rib and 1'/2" Step.
Universal Fit for Left or Right Side.

WF110 — Double Buck Window and
Door Sill Pan Straight Flashing with
Back Rib and 1'/2" Step.




DM-3 Gutter Downspouts discharge at
f SFad oQ FTNRY




